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PROPERTY HIGHLIGHTS
• Approximately ±14,530 Square Foot
• ±1,501 Square Feet of Office Space (Large Open 

Bullpen, 3 Private, Kitchen Area & 2 Restrooms)
• One (1) 12’x15’ Ground Level Loading Door
• One (1) 9’x10’ Dock High Loading Door
• 20’ Minimum Warehouse Clear Height
• ESFR Sprinkler System
• Secure, Fenced Yard Area,
• 18 Parking Stalls
• Zoned: Light Industrial
• MS Mountain View Business Park

800 AMPS; 277/480 VOLTS
DOCK HIGH LOADING
SECURED YARD AREA

SITE PLANCLICK HERE:CLICK HERE:
BUILDING TO BE COMPLETED IN 45 DAYS

FOR SALE OR LEASE: 
NEW/STATE OF THE ART -  ±14,530 SF, FREESTANDING, INDUSTRIAL BUILDING

PAUL WHITEHOUSE, SIOR | 951.276.3607 | DRE#: 01180028 | PWHITEHOUSE@LEE-ASSOCIATES.COM 

42589 Avenida Alvarado, Temecula, CA 92590

No warranty or representation has been made to the accuracy of the foregoing information. Terms of sale or lease and availability 
are subject to change or withdrawal without notice. Lee & Associates Commercial Real Estate Services, Inc. - Riverside. 3240 Mission 
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NEW INDUSTRIAL BUILDING
14,530 SF

CONSTR. TYPE: IIIB - FULLY SPRINKLERED
OCCUPANCY: S1/B

CLEAR HEIGHT: 20'-0" CLR
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1. NEW TYPE III B CONCRETE TILT UP BUILDING.

2. PROPOSED CURB CUT AND DRIVEWAY APPROACH PER CITY / COUNTY STANDARDS. PROVIDE 40'-0" MIN. 
ENHACED PAVING AT SITE ENTRANCE SEE CIVIL AND LANDSCAPE FOR IMPROVEMENTS. 

3.  CONSTRUCT NEW MEDIUM BROOM FINISH CONCRETE SIDEWALK: MIN. 4" THK. 2500 PSI W/ #3 BARS @ 18" O.C. EA. 
WAY, OR GRADE 80, 18X18 - D8.3 X D8.3 WELDED WIRE FABRIC EQUIVALENT, OVER 95% COMPACTED 12" SUBGRADE.  
PROVIDE CONTROL / CONSTRUCTION JOINTS @ MAX. 5'-0" O.C. EA. WAY. SEE LANDSCAPE DRAWINGS FOR
ADDITIONAL INFORMATION REGARDING CONTROL JOINT PLACEMENT AND ACCENT FINISHES.

4. ACCESSIBLE PARKING STALL COMPLIANCE SIGNAGE AT DRIVEWAY ENTRANCES INTO SITE. SEE DETAIL 5-D/AD-1. 

5. SHADED AREA: FULLY IRRIGATED LANDSCAPING BOUNDED BY 6" CONCRETE CURB. SEE LANDSCAPE DRAWINGS.

6. NEW ACCESSIBLE PATH OF TRAVEL FROM STALLS & PUBLIC WAY TO PRIMARY ENTRANCE. SEE CIVIL DRAWINGS. 
SURFACE SLOPE NOT TO EXCEED 1:20 EXCEPT AT CURB RAMPS AND OTHER DEFINED RAMPS. SEE DETAIL 7/AD-1
FOR TYPICAL CURB RAMP REQUIREMENTS.  SEE GENERAL NOTES ON THIS SHEET FOR ADDITIONAL DATA. SEE 
LANDSCAPE DRAWINGS FOR ADDITIONAL INFORMATION REGARDING ACCENT FINISHES AT ALL DRIVE AISLE 
CROSSINGS.  

7.  ACCESSIBLE PATH OF TRAVEL DIRECTIONAL SIGNAGE MOUNTED AT 24" ABOVE GRADE. SEE DETAIL 5-A/AD-1 
WHERE INDICATED.

8. PRIMARY BUILDING ENTRANCE - ACCESSIBLE PER ADA & T-24 GUIDELINES. PROVIDE SIGNAGE PER DETAIL 2/AD-1.

9. NEW ON-SITE FIRE HYDRANT. PROVIDE GUARDPOSTS PER FIRE DEPARTMENT STANDARDS. SEE DETAIL 2/AD-4. 

10. . PROPOSED ONSITE LIGHT POLE ON CONCRETE BASE PER DETAIL 14/AD-4.  OUTDOOR LIGHTING SYSTEMS 
SHALL BE DESIGNED AND INSTALLED TO COMPLY WITH ALL THE FOLLOWING: 

- THE MIN. REQUIREMENTS IN THE CALIF. ENERGY CODE FOR LIGHTING ZONES 1-4 
- BACKLIGHT, UPLIGHT AND GLARE (BUG) RATINGS AS DEFINED IN IESNA TM-15-11 
- ALLOWABLE BUG RATINGS NOT EXCEEDING THOSE SHOWN ON TABLE 5.106.8 

11.  CONCRETE TRUCKING APRON: MIN. 6" THK., 3,000 PSI UNREINFORCED 0/ 95% COMPACTED SUBGRADE PER 
SOILS REPORT. PROVIDE CONTROL/CONSTRUCTION JOINTS @ MAX. 15'-0" O.C. MAX EA. WAY. ALIGN JOINTS W/
BUILDING WALL JOINTS WHERE POSSIBLE. PROVIDE LIGHT BROOM FINISH. SEE CIVIL DRAWINGS & STRUCTURAL.

12. . AC PAVING O/ CRUSHED BASE MATERIAL. SEE CIVIL DRAWINGS & SOILS REPORT.  AC FINISH TO HAVE A FINE 
SMOOTH FINISH WITH NO COLD JOINTS. 

- ADD ALTERANET FOR 100%  CONCRETE PAVING IN ALL CAR AND TRUCK PARKING AREAS.

13. . TRANSFORMER AND VAULT. SEE APPROVED EDISON DRAWINGS FOR FINAL LAYOUT.  COORDINATE VAULT &
CABLE TRENCH / CONDUIT SWEEPS WITH FOOTING DETAILS. PROVIDE BOLLARDS AS REQUIRED.

14.  UNLESS SHOWN OTHERWISE, PROVIDE MIN. 5' SQ CONCRETE LANDING W/ 2% MAX SLOPE IN ANY DIRECTION AT 
ALL BUILDING EXIT DOORS. AT LANDINGS WITH MORE THAN ONE RISER, PROVIDE HANDRAILS PER DETAIL SHEET
AD-1. 

15. INTERIOR ROOF DRAIN TO EXIT BUILDING BELOW FLOOR SLAB AND EXTEND TO FACE OF CURB. OVERFLOW
DRAIN TO DAYLIGHT THROUGH CONCRETE PANEL @ 15" A.F.G. SEE DETAILS 7/AD-4 AND 8/AD-4. SEE CIVIL
DRAWINGS.

16. PAINTED 6' HIGH CONCRETE TILT-UP TRASH & RECYCLABLES STORAGE ENCLOSURE.  PROVIDE SOLID ROOF 
COVERING. REFER TO AD-4 FOR GATE DETAILS. PROVIDE SIGNAGE ON TRASH ENCLOSURE "DO NOT DUMP
HAZARDOUS MATERIALS HERE".

17. TYPICAL STANDARD PARKING STALL 9' X 18' U.N.O. - DOUBLE STRIPE PER CITY STANDARDS.  SEE DETAIL 11/AD-1.  
WHERE NOTED AT E.V. STALLS, PROVIDE CONDUIT STUBBED AND CAPPED IN LANDSCAPE FOR FUTURE
ELECTRIC VEHICLE CHARGER.  SEE ELECTRICAL DRAWINGS.

18. EXTERIOR GALVANIZED BICYCLE RACKS, ONE RACK TO ACCOMODATE 2 BICYCLES. SEE DETAIL 15/AD-4.

19. PUBLIC SIDEWALK AND STREET FRONTAGE LANDSCAPING . SEE CIVIL / LANDSCAPE DRAWINGS FOR ADDITONAL 
INFO.

20. SANITARY SEWER LINE  POC - SEE CIVIL AND PLUMBING DRAWINGS.

21. DOMESTIC WATER LINE POC - SEE CIVIL AND PLUMBING DRAWINGS.

22. LANDSCAPE CONTROLLER. SEE LANDSCAPE DRAWINGS. CONTRACTOR  TO COORDINATE OUTLET 
REQUIREMENTS FOR CONDITIONS AS REQUIRED. SEE ELECTRICAL DRAWING.

23. 8'-0 HIGH BLACK TUBULAR STEEL FENCE PER DETAIL 6/AD-4.

24. MONUMENT SIGN. G.C. TO COORDINATE LANDSCAPE AND ELECTRICAL CONDUITS. LOCATION T.B.D.

25. ACCESSIBLE PARKING STALL PER DETAIL 10/AD-1. REFER DETAIL 5/AD-1 FOR CORRESPONDING SIGNAGE.

26. PRE-CAST CONCRETE WHEEL STOP PER DETAIL 12/AD-1.

27. EMPLOYEE BREAK AREA / ENTRANCE ACCENT PAVING. REFER TO LANDSCAPE DWGS.

28. 24'-0 FIRE ACCESS LANE AND FIRE DEPARTMENT HAMMERHEAD. PROVIDE FIRE LANE IDENTIFICATION "NO 
PARKING - FIRE LANE" AND RED CURB PAINT AS REQUIRED.

29. PROPERTY LINE.

30. EXISTING EASEMENT - REFER TO CIVIL DWGS.

31. EXISTING PL TO BE REMOVED.

32. STEEL PICKET SITE ACESS GATE-SEE 5/AD-4.

33. PROVIDE 8' HIGH ROLLING/SWING GATES AS SHOWN ON SITE PLAN. ALL SITE GATES WILL HAVE KNOX BOXES TO 
ALLOW FOR FIRE DEPARTMENT ACCESS.  GATES SHALL PROVIDE 80% OPACITY. SUBMIT DETAILED SHOP
DRAWINGS AND STRUCTURAL CALCULATIONS FOR APPROVAL. PROVIDE CONDUIT FOR FUTURE GATE MOTORS AND 
COMMUNICATIONS.

34. DOUBLE CHECK DETECTOR VALVE.

35. SITE RETAINING WALL. REFER TO CIVIL AND STRUCTURAL DWGS.

35A.  PAINTED CONCRETE TILT-UP RAMP WALL. TOP OF WALL TO BE MIN 42" ABOVE ADJACENT GRADES ON EACH 
SIDE.

36. KNOX BOX FOR FIRE RISER ROOM ACCESS @ 6'-0 AFF PLACED ON THE RIGHT SIDE OF THE DOOR.

37. 18" CONCRETE  STEP OUT ADJACENT TO PARKING STALL.

38. WATER QUALITY BASIN PER CIVIL DWGS.

39. EXTERIOR FURNITURE PER LANDSCAPE DWGS.

40. 42" FALL PROTECTION REAILING ADJACENT TO WATER QUALITY BASIN. 

41. DRAINAGE EASMENT - SEE CIVIL DWGS. NOT USED

42. ROLLED CURB. SEE CIVIL PLANS.

1.  SEE CIVIL DRAWINGS FOR ADDITIONAL INFORMATION REGARDING SITE DRAINAGE, TOPOGRAPHY AND UTILITIES.

2.  UNLESS NOTED OTHERWISE, SHADED AREAS REPRESENT PROPOSED LANDSCAPE WITHIN PROJECT BOUNDARIES
AND ALONG STREET FRONTAGE - SEE LANDSCAPE DRAWINGS FOR ADDITIONAL DATA.  PROVIDE PROTECTIVE 6" X 6"
(MIN) CONCRETE CURBING FOR ALL PLANTERS ADJACENT TO AREAS INTENDED FOR VEHICLE PARKING OR 
TRAVELING AND ALL PAVED AREAS.

3.  NO EXTERIOR TENANT SIGNAGE IS PROPOSED FOR THE PROJECT AS PART OF THIS PERMIT APPLICATION.

4.  FOR PAVING SECTIONS, CONCRETE CURBS, SWALES, AND GUTTERS SEE CIVIL DRAWINGS. 

5.  ALL DIMENSIONS ARE TO FACE OF CONCRETE CURB, FACE OF CONCRETE PANEL, OR TO GRIDLINE U.N.O.

6.  PAINT CURBS AND PROVIDE POSTED SIGNAGE TO INDICATE FIRE LANES PER FIRE DEPARTMENT (FIELD 
INSPECTOR) REQUIREMENTS - SEE ADJACENT FIRE NOTES. CONTRACTOR TO COORDINATE FINAL LOCATIONS IN 
FIELD WITH FIRE INSPECTOR. WHERE CURBS ARE PAINTED, PROVIDE ROLLED PRIMER COAT PRIOR TO FINISH COAT.

7.  ALL AUTO PARKING STALLS SHALL BE STRIPED PER CITY STANDARDS.  CONTRACTOR SHALL CONFIRM FINAL 
STRIPING CONFIGURATION WITH CURRENT CITY STANDARDS PRIOR TO PAINTING. SEE SPECIFIC DETAILS FOR 
ACCESSIBLE STALL DIMENSIONS.

8.  WHEN DIRECTLY IN FRONT OF AUTO STALLS IN OVERHANG AREA, PLANT TREES AND LOCATE LIGHT STANDARDS 
CENTERED BETWEEN STALLS.

9.  PROVIDE ROOT BARRIERS IN LANDSCAPE AREAS WHERE LESS THAN FIVE FEET IN WIDTH U.N.O. ON LANDSCAPE 
DRAWINGS OR PER CITY STDS.

GENERAL NOTES

10.  PROVIDE GUARD POSTS AT ALL FIRE HYDRANTS AND P.I.V.'S PER LOCAL ORDINANCES, FIRE PROTECTION DRAWINGS 
AND PER ARCHITECTURAL DETAILS.

11.  PROVIDE A KNOX BOX KEY ACCESS AT THE PRIMARY BUILDING ENTRANCES AND AT ALL SITE GATES TO BE 
INSTALLED PER FIRE DEPARTMENT RECOMMENDATIONS. (THE NUMBER OF KNOX BOXES REQUIRED FOR EACH BUILDING
SHALL BE DETERMINED BY THE FIRE DEPARTMENT PENDING FIELD INSPECTION).  ARCHITECT SHALL BE CONSULTED
REGARDING LOCATION PRIOR TO INSTALLATION.

12.  WALK SURFACES WITH A SLOPE OF LESS THAN 5% GRADIENT SHALL HAVE A MEDIUM BROOM OR EXPOSED 
AGGREGATE FINISH WITH A SLIP RESISTANCE EQUAL TO A MED. SALT FINISH U.N.O. WALK SURFACES WITH A SLOPE OF 
GREATER THAN 6% GRADIENT SHALL BE SLIP RESISTANT PER DISABLED ACCESS STANDARDS. ACCESSIBLE WALK
CROSS SURFACE SLOPES SHALL NOT EXCEED 1/4" PER FOOT OR 2%.

13.  ANY ABRUPT LEVEL CHANGES SHALL BE LESS THAN OR EQUAL TO 1/2" ALONG ANY ACCESSIBLE ROUTE OF TRAVEL. 
WHEN CHANGES DO OCCUR, THEY SHALL BE BEVELED WITH A SLOPE OF LESS THAN OR EQUAL TO 1:2. LEVEL CHANGES 
OF 1/4" MAX MAY BE VERTICAL. IF LEVEL CHANGES ARE GREATER THAN 1/2", THEY MUST COMPLY WITH THE 
REQUIREMENTS OF CURB RAMPS.

14.  CONTRACTOR SHALL BE RESPONSIBLE FOR REVIEWING THE SOILS REPORT AND FOLLOWING IT'S 
RECOMMENDATIONS FOR EXCAVATIONS.

15.  ALL UNDERGROUND PIPING SUBJECT TO CORROSIVITY SHALL BE WRAPPED WITH PROTECTIVE COATINGS PER
SOILS & CORROSIVITY REPORT RECOMMENDATIONS.

16.  PROPERTY LINE MEETS & BOUNDS WHICH MAY BE SHOWN ON THIS DRAWING ARE FOR REFERENCE ONLY. REFER
TO CIVIL DRAWINGS.

17.  FRONTAGE USED FOR ALLOWABLE AREA INCREASES PER CBC SECTION 506.2 SHALL BE PERMANENTLY MAINTAINED.
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